
Fire & Security Hardware

All prices exclude delivery charges. Prices and specifications are subject to change without notice.

Drop Bolts & Cabinet Lock

DB1260PTO
Slimline Flush Drop Bolt (Monitored) Power to Open

DB1260PTO is designed for narrow frame swing doors and 

glass door mounting. Body depth of 35mm will fit into a 44mm 

depth door frame. The drop bolt is available in separate formats, 

either Power to Lock or Power to Open.  This drop bolt can be 

wired into any fire alarm or security access control system.  Auto 

flush bolt. Audible tone. Internal IC circuits protect drop bolt pin 

from damage. Suitable for mounting on wooden, metal, glass, 

aluminium and PVC door frames. 

Note:  In power to open mode, the drop bolt is factory pre-set with 

a 3 second time delay and buzzer on ‘A’ setting.  

DB1260PTL
Slimline Flush Drop Bolt (Monitored) Power to Lock

DB1260PTL is designed for narrow frame swing doors and glass 

door mounting. Body depth of 35mm will fit into a 44mm depth 

door frame. The drop bolt is available in separate formats in 

either Power to Lock or Power to Open.  This drop bolt can be 

wired into any fire alarm or security access control system. Auto 

flush bolt. Audible tone. Internal IC circuits protect drop bolt pin 

from damage. Suitable for mounting on wooden, metal, glass, 

aluminium and PVC door frames.

Slimline mortise mount

Holding force: Up to 300kgs

Voltage: 12VDC

Current draw: 12VDC 1.15A (In-rush) 250mA (Holding)

PTL and PTO separate formats

Auto lock function

Built-in varistor (MOV) for surge protection

Door sensor with remote release

Bi-coloured LED

Time delay setting at 0/3/6/10 secs

4 hour fire rated to AS and BS standards

1 year guarantee

Dimensions (mm): 210 (L) ×  25 (W) × 35 (D)

Slimline mortise mount

Holding force: Up to 300kgs

Voltage: 12VDC

Current draw: 12VDC 1.15A (In-rush) 250mA (Holding)

PTL and PTO separate formats

Auto lock function

Built-in varistor (MOV) for surge protection

Door sensor with remote release

Bi-coloured LED

Time delay setting at 0/3/6/10 secs

4 hour fire rated to AS and BS standards

1 year guarantee

Dimensions (mm): 210 (L) × 25 (W) × 35 (D)

DB1200M
Standard Flush Mount Drop Bolt Fully Monitored

DB1200M is a High Intelligence drop bolt, mortise mount 

installation that fits into a 44mm depth door frame. If the door 

does not correctly align with the drop bolt engagement position 

within the door, the bolt will not activate, avoiding damaged to 

both the DB unit and/or the door.  At the same time an alarm 

will alert you that the door is not in position to be locked. The 

DB1200M can be linked to any fire alarm or security access 

control system. The DB1200M is only supplied in the “power 

to lock” configuration. The device accepts voltages from 12 to 

24VDC. Internal IC circuits protect drop bolt pin from damage. 

Suitable for mounting on wooden, metal, glass, aluminium and 

PVC door frames.  

FCL001
Cabinet Lock 

FCL001 is suitable for surface mount installation on all types 

of cabinets, or lockers. The cabinet lock is designed to fit into 

cabinets and lockers with hinged or sliding doors from either the 

front or side of the door. The lock function is interchangeable 

between power to lock and power to open. The device is supplied 

in a dual configuration, 12VDC or 24VDC.

Mortise mount 

Holding force: Up to 300kgs

Voltage: 12VDC/24VDC

Current draw: 12VDC/900mA (in-rush) 210mA holding

	     24VDC/450mA (in-rush) 120mA holding

Auto flush bolt

Lock and door sensors with remote release

Bi-coloured LED

Auto lock function

Built-in metal oxide varistor (MOV) for surge protection

Time delay setting at 0/3/6/10 secs

Lower power consumption

1 year guarantee

Dimensions (mm): 203 (L) × 38 (W) × 43 (D)

Surface mount cabinet lock

Holding force: Up to 150kgs

Locker electric lock

Voltage: 12VDC/ 24VDC

Current draw: 12VDC/190mA    24VDC/90mA

Dead lock

Dimensions (mm): 72.7 (L) × 28.8 (W) × 28.5 (D)

$ FCL001 	 PTL CABINET LOCK 12/24V W/R		

	EX GST	 INC GST

$ DB1200M	 DROP BOLT WITH LDRET REMOTE RELEASE	

	EX GST	 INC GST

$ DB1260PTO 	 25MM DROPBOLT 12VDC  PTO  	

	EX GST	 INC GST

$ DB1260PTL 	 25MM DROPBOLT 12VDC PTL	  		

	EX GST	 INC GST

DB1260PTL

DB1260PTO

DB1200M

FCL001
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Fire & Security Hardware Drop Bolt Brackets

DB1260BOX 
Drop Bolt Brackets and Accessories  

The stainless steel DB1260 surface mount housing kits are designed to facilitate mounting of drop bolts to applications where flush mounting of the 

device is not possible. For example frameless glass doors and head panels and retro-fit surface mount applications.

	 PART No.	 BRACKET TO SUIT DB1260

	 DB1260BOX	 DB1260 surface mounting box	
	 DB1260LPLATE	 DB1260 long face plate

	 DB1260LMAG	 DB1260 “L” bracket for glass fixing with magnets

	 DB1260L	 DB1260 “L” bracket for glass fixing without magnets

	 PART No.	 BRACKET TO SUIT DB1260

	 DB1200BOX	 DB1200 surface mounting box	
	 DB1200LPLATE	 DB1200 long face plate

	 DB1200LMAG	 DB1200 “L” bracket for glass fixing with magnets

	 DB1200L	 DB1200 “L” bracket for glass fixing without magnets

DB1200BOX
Drop Bolt Brackets and Accessories 

The stainless steel DB1200 surface mount housing kits are designed to facilitate mounting of drop bolts to applications where flush mounting of the 

device is not possible. For example frameless glass doors and head panels and retro-fit surface mount applications. 

Drop Bolt Surface Housing

 DB1260BOX		  SURFACE MOUNTING BOX FOR DB1260 DROP BOLT		

 DB1260LPLATE		  LONGFACE PLATE FOR DB1260 DROP BOLT	

 DB1260LMAG		  L-BRACKET FOR GLASS FIXING DB1260 DROP BOLT WITH MAG	

 DB1260L		  L-BRACKET FOR GLASS FIXING DB1260 DROP BOLT WITHOUT MAG	

 UBG-1260R 		  GLASS HOUSING RIGHT HAND	

 UBG-1260L 		  GLASS HOUSING LEFT HAND	

$

	EX GST	 INC GST

$ DB1200LBOX		  SURFACE MOUNTING BOX FOR DB1200 DROP BOLT	

DB1200LPLATE		  LONGFACE PLATE FOR DB1200 DROP BOLT 	

DB1200LMAG		  L-BRACKET FOR GLASS FIXING DB1200 DROP BOLT WITH MAG		

DB1200L		  L-BRACKET FOR GLASS FIXING DB1200 DROP BOLT WITHOUT MAG		

	EX GST	 INC GST

DB1260  
ACCESSORIES

DB1200
ACCESSORIES
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Fire & Security Hardware
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Heavy Duty Lock Bolt & High Security Strike

HBL Series Lock Bolts
Heavy Duty, High Security Lock Bolts (Monitored)

The HBL series of devices are low profile, heavy duty high security 

electric locking mechanisms suitable for both hinged and sliding 

doors. They have a holding force of up to 800kgs. The devices 

internal C.P.U processing module monitors the accurate alignment 

of the keeper plate and timely throw of the lock bolt. Once the 

lock bolt is engaged within it’s keeper a hardened “locking pin” 

connects within the lock bolt, overcoming the possibility of forcing 

back the lock bolt. If attempts are made to force the bolt, the 

device will indicate an alarm condition. The FD model is suitable 

for fire door applications, ie self latching. Although the “locking 

pin” function is omitted from this model, the device will still alarm 

if attempts are made to push back the lock bolt. Models 1282 and 

1283 are also provided with a high security manual release key 

cylinder for use in event of power outage.

FES110 Series
High Security Dead Lock Electric Strike

The FES110 series electric door strike release mechanism has 

been designed to provide door access control while maximising 

security to a door assembly fitted with conventional square bolt 

deadlocks. The FES110 monitors both door lock tongue and 

internal locking of the strike. The device is supplied in 12VDC 

or 24VDC.

Power to lock & Power to open models

Holding force: Up to 800kgs

Dual voltage (dip switch): 12-24VDC

Current draw: 12VDC=900mA (In-rush)  300mA (Holding)

	    24VDC=500mA (In-rush)  150mA (Holding)

4 hour fire rated to AS and BS standards

Monitoring door status signal

Tamper alarm signal

Lock (mm): 209 (L) × 32 (W) × 45 (D)

Face plate (mm): 130 (L) × 26 (W) × 5 (D)

Surface mount cabinet lock

Holding force: Up to 500kgs

Locker electric lock

Voltage: 12 or 24VDC

Current draw: 12VDC/900mA & 24VDC/450mA

Dead lock

High security

Dimensions (mm): 320 (L) × 32 (W) × 56 (D)

Mounting on Aluminium or Metallic Door

FES30/12PTL		  12VDC  FAIL-SAFE	 DEAD LOCK ELECTRIC STRIKE	

FES30/12PTO		  12VDC  FAIL-SECURE	 DEAD LOCK ELECTRIC STRIKE	

FES40/12PTL		  24VDC  FAIL-SAFE	 DEAD LOCK ELECTRIC STRIKE	

FES40/12PTO		  24VDC  FAIL-SECURE	 DEAD LOCK ELECTRIC STRIKE	

$

	EX GST	 INC GST

HBL1280		  HEAVY DUTY LOCK BOLT FAIL-SAFE		

HBL1281		  HEAVY DUTY LOCK BOLT FAIL-SECURE		
$

	EX GST	 INC GST

HBL LOCK BOLTS

FES110 SERIES
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Fire & Security Hardware Electro Magnetic Door Holders

R40-12 & R40-24
Fireproof Electro Magnetic Door Holder

Fire and smoke door magnetic door holders can be installed on 

fire and smoke doors for all types of projects where doors are 

required to be held in the open position for both pedestrian and 

general traffic. Linked into a building’s fire alarm system, when an 

alarm occurs, power is removed from the device and the doors are 

returned to the closed condition preventing the spread of fire and/

or smoke to the other areas. The devices are fire tested to a rating 

of 4 hours. These devices are supplied in either 12 or 24VDC.

R40PCV12 & R40PCV24
Fireproof Electro Magnetic Door Holder

R40PCH12 & R40PCH24
Fireproof Electro Magnetic Door Holder 
and Extension Mounts

R60PCV12 & R40PCV24
Fireproof Electro Magnetic Door Holder 

Wall mount

Holding force: Up to 25kgs

Voltage: 12-24VDC

Current draw: 12VDC/160mA    24VDC/80mA 

Titanium alloy surface finish

Dimensions (mm): 60 (L) × 108 (H) × 60 (D) 

Floor mount

Holding force: Up to 25kgs

Voltage: 12-24VDC

Current draw:  12VDC/160mA    24VDC/80mA

Titanium alloy surface finish

Dimensions (mm): 60 (L) × 108 (H) × 60 (D)

Wall mount extension type holder

Holding force: Up to 25kgs

Voltage: 12-24VDC

Current draw: 12VDC/160mA    24VDC80/mA 

Titanium alloy surface finish

Dimensions (mm): 60 (L) × 108 (H) × 60 (D)

Floor mount door holder

Holding force: Up to 60kgs

Voltage: 12-24VDC

Current draw:  12VDC/180mA    24VDC/90mA 

Titanium alloy surface finish

Dimensions (mm): 60 (L) × 108 (H) × 60 (D)

Types of Mounting Installation

Extension wall mounting Floor mounting Wall mounting

$ R40-12		  12V MAGNETIC DOOR HOLDER WALL MOUNT GENERAL DUTY		

R40-24		  24V MAGNETIC DOOR HOLDER WALL MOUNT GENERAL DUTY		

	EX GST	 INC GST

R40PCV12		  12V MAGNETIC DOOR HOLDER FLOOR MOUNT GENERAL DUTY	

R40PCV24		  24V MAGNETIC DOOR HOLDER FLOOR MOUNT GENERAL DUTY			 
$

	EX GST	 INC GST

R40PCH-12		  12V MAGNETIC DOOR HOLDER WALL MOUNT GENERAL DUTY		

R40PCH-24		  24V MAGNETIC DOOR HOLDER WALL MOUNT GENERAL DUTY		
$

	EX GST	 INC GST

   R60PCV12		  12V EXT MAGNETIC DOOR HOLDER FLOOR MOUNT 		

   R60PCV24		  24V EXT MAGNETIC DOOR HOLDER FLOOR MOUNT 		
$

	EX GST	 INC GST

R40-12
R40-24

R40PCV12
R40PCV24

R40PCH12
R40PCH24

R60PCV12
R60PCV24
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Fire & Security Hardware

All prices exclude delivery charges. Prices and specifications are subject to change without notice.

Heavy Duty Fire-Rated Magnetic Door Holders

35770/150/S & 35771/150/S
Heavy Duty Magnetic Door Holder

Heavy duty 150mm extension wall mount magnetic door holder.

35770/300/S & 5771/300/S
Heavy Duty Magnetic Door Holder 

Heavy duty 300mm extension wall mount magnetic door holder.

35770/150/90 & 35771/150/90
Heavy Duty Magnetic Door Holder

Heavy duty 150mm × 90 degree extension wall and floor mount 

magnetic door holders.

35770/300/90 & 35771/300/90
Heavy Duty Magnetic Door Holder

Heavy duty 300mm × 90 degree extension wall and floor mount 

magnetic door holders.

Floor mount

Holding force: Up to 40kgs

Voltage: 12VDC and 24VDC

Current draw:  12VDC/100mA    24VDC/50mA

Dimensions (mm): 235 (L) × 100 (W) × 100 (D)

Floor mount

Holding force: Up to 40kgs

Voltage: 12VDC and 24VDC

Current draw:  12VDC/100mA    24VDC/50mA

Dimensions (mm): 385 (L) × 100 (W) × 100 (D)

Holding force: Up to 40kgs

Voltage: 12VDC and 24VDC

Current draw:  12VDC/100mA    24VDC/50mA

Dimensions (mm): 235 (H) × 100 (W) × 100 (D)

Holding force: Up to 40kgs

Voltage: 12VDC and 24VDC

Current draw:  12VDC/100mA   24VDC/50mA 

Dimensions (mm): 385 (H) × 100 (W) × 100 (D)                  

35772 
Heavy Duty Door Holder Box 

Heavy duty floor mounting door holder box for magnet.

Dimensions (mm): 118 (L) × 68 (W) × 84 (D)

35770 & 35771
Heavy Duty Magnetic Door Holder

Flush mount magnetic door-holder. Floor mount. With 35772 box. 

Holding force: Up to 40kgs			 

Voltage: 12VDC and 24VDC

Current draw:  12VDC/100mA  24VDC/50mA

Dimensions (mm): 115 (L) × 74 (W) × 50 (D)

35770/300/90		  12V MAG 300mm EXT DOOR-HOLDER FLOOR		

35771/300/90	 24V MAG 300mm EXT DOOR-HOLDER FLOOR	
$

	EX GST	 INC GST

35770/150/90	 12V MAG EXT 150mm DOOR-OPENER FLOOR		

35771/150/90	 24V MAG EXT 150mm DOOR-OPENER FLOOR		
$

	EX GST	 INC GST

$ 35770/150/S	 12V MAG 150mm EXTENSION WALL MOUNT DOOR-HOLDER		

35771/150/S	 24V MAG 150mm EXTENSION WALL MT DOOR-HOLDER 		

	EX GST	 INC GST

$ 35770/300/S	 12V MAG 300mm EXT DOOR-HOLDER WALL		

35771/300/S	 24V MAG 300mm EXT DOOR-HOLDER WALL		

	EX GST	 INC GST

$ 35772   	 FLOOR MOUNTING BOX FOR MAGNET	

	EX GST	 INC GST

$ 35770  	 12V MAGNETIC DOOR-HOLDER, HEAVY	

35771   	 24V MAGNETIC DOOR HOLDER, HEAVY	

	EX GST	 INC GST

35770
35771

35770/150/90
35771/150/90

35770/150/S
35771/150/S

35772
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